
MPB HP Mini-Split Systems

AHRI Ratings as of January 23, 2017

SINGLE ZONE

Wall-Mounted

Indoor Unit                                   Outdoor Unit Voltage

Cooling 

Capacity

Heating 

Capacity EER SEER HSPF

Energy 

Star

AHRI 

Reference

MWMB009S4-1L MPB009S4S-1L 115 V 9500 11000 15.00 24.50 11.20 10056167

MWMB012S4-1L MPB012S4S-1L 115 V 12000 12000 13.00 22.00 10.20 10056168

MWMA009S4-1P MPB009S4S-1P 208-230 V 9000 9800 14.90 23.50 10.80 10056169

MWMA009S4-2P MPB009S4S-1P 208-230 V 9000 9800 14.90 23.50 10.80 10056170

MWMA012S4-1P MPB012S4S-1P 208-230 V 12000 12000 13.70 22.70 11.00 10056171

MWMA012S4-2P MPB012S4S-1P 208-230 V 12000 12000 13.70 22.70 11.00 10056172

MWMA018S4-1P MPB018S4S-1P 208-230 V 18000 18000 13.00 21.00 10.40 10056173

MWMA018S4-2P MPB018S4S-1P 208-230 V 18000 18000 13.00 21.00 10.40 10056174

MWMA024S4-1P MPB024S4S-1P 208-230 V 24000 25000 13.70 20.70 11.50 10056175

MWMA024S4-2P MPB024S4S-1P 208-230 V 24000 25000 13.70 20.70 11.50 10056176

MWMB030S4-1P MPB030S4S-1P 208-230 V 30000 30000 11.50 19.80 9.40 10056177

Ceiling Cassette

Indoor Unit                                   Outdoor Unit Voltage

Cooling 

Capacity

Heating 

Capacity EER SEER HSPF

Energy 

Star

AHRI 

Reference

M22A009S4-1P MPB009S4S-1P 208-230 V 9000 10000 13.00 20.00 10.50 10058830

M22A009S4-2P MPB009S4S-1P 208-230 V 9000 10000 13.00 20.00 10.50 10058831

M22A012S4-1P MPB012S4S-1P 208-230 V 12000 12000 14.00 21.50 10.50 10058832

M22A012S4-2P MPB012S4S-1P 208-230 V 12000 12000 14.00 21.50 10.50 10058833

M22A018S4-1P MPB018S4S-1P 208-230 V 18000 18000 12.50 20.00 10.30 10058834

M22A018S4-2P MPB018S4S-1P 208-230 V 18000 18000 12.50 20.00 10.30 10058835

M33A024S4-1P MPB024S4S-1P 208-230 V 24000 24400 12.50 20.00 10.50 10058836

M33A024S4-2P MPB024S4S-1P 208-230 V 24000 24400 12.50 20.00 10.50 10058837

M33A036S4-1P MPB036S4S-1P 208-230 V 36000 38000 9.00 17.50 10.50 10058838

M33B048S4-1P MPB048S4S-1P 208-230 V 48000 50000 9.50 16.80 11.00 10058839

Medium Static Ducted

Indoor Unit                                   Outdoor Unit Voltage

Cooling 

Capacity

Heating 

Capacity EER SEER HSPF

Energy 

Star

AHRI 

Reference

MMDA009S4-1P MPB009S4S-1P 208-230 V 9000 10000 13.50 19.50 10.50 10058815

MMDA009S4-2P MPB009S4S-1P 208-230 V 9000 10000 13.50 19.50 10.50 10058816

MMDA012S4-1P MPB012S4S-1P 208-230 V 12000 12000 12.50 19.00 10.00 10058817

MMDA012S4-2P MPB012S4S-1P 208-230 V 12000 12000 12.50 19.00 10.00 10058818

MMDA018S4-1P MPB018S4S-1P 208-230 V 18000 18000 12.50 19.00 10.50 10058819

MMDA018S4-2P MPB018S4S-1P 208-230 V 18000 18000 12.50 19.00 10.50 10058820

MMDA024S4-1P MPB024S4S-1P 208-230 V 24000 24400 12.50 20.00 10.50 10058821

MMDA024S4-2P MPB024S4S-1P 208-230 V 24000 24400 12.50 20.00 10.50 10058822

MMDA036S4-1P MPB036S4S-1P 208-230 V 36000 38000 8.50 15.50 10.50 10058823

MMDA048S4-1P MPB048S4S-1P 208-230 V 48000 49500 8.90 17.40 10.30 10058824

Ceiling/Floor

Indoor Unit                                   Outdoor Unit Voltage

Cooling 

Capacity

Heating 

Capacity EER SEER HSPF

Energy 

Star

AHRI 

Reference

MCFB018S4-2P MPB018S4S-1P 208-230 V 18000 18000 12.50 20.00 10.50 10058825

MCFA024S4-1P MPB024S4S-1P 208-230 V 24000 24000 12.50 20.00 11.00 10058826

MCFA024S4-2P MPB024S4S-1P 208-230 V 24000 24000 12.50 20.00 11.00 10058827

MCFA036S4-1P MPB036S4S-1P 208-230 V 36000 38000 8.00 16.00 10.00 10058828

MCFA048S4-1P MPB048S4S-1P 208-230 V 48000 50000 9.30 17.80 11.00 10058829

MULTI-ZONE

Non-Ducted

Indoor Unit                                   Outdoor Unit Voltage

Cooling 

Capacity

Heating 

Capacity EER SEER HSPF

Energy 

Star

AHRI 

Reference

MPB018S4M-1P 208-230 V 18000 19000 12.50 22.50 10.30 10062010

MPB030S4M-1P 208-230 V 28000 28000 12.50 23.00 10.30 10062012

MPB036S4M-1P 208-230 V 36000 36000 11.50 22.50 10.20 10062014

MPB048S4M-1P 208-230 V 48000 48000 12.50 22.40 10.20 10062016

Ducted

Indoor Unit                                   Outdoor Unit Voltage

Cooling 

Capacity

Heating 

Capacity EER SEER HSPF

Energy 

Star

AHRI 

Reference

MPB018S4M-1P 208-230 V 18000 18500 11.80 18.40 9.40 10062011

MPB030S4M-1P 208-230 V 27000 27000 11.00 18.50 9.00 10062013

MPB036S4M-1P 208-230 V 36000 36000 10.00 17.90 9.70 10062015

MPB048S4M-1P 208-230 V 48000 50000 10.10 17.60 10.10 10062017

          Units meet or exceed the minimum Energy Star requirements of 12 EER, 14.5 SEER, and 8.5 HSPF.
       1 Multi-zone systems not identified and vary depending on match-ups.

N/A1

N/A1

 



MPA HP Mini-Split Systems

AHRI Ratings as of January 23, 2017

SINGLE ZONE

Wall-Mounted

Indoor Unit                                   Outdoor Unit Voltage

Cooling 

Capacity

Heating 

Capacity EER SEER HSPF

Energy 

Star

AHRI 

Reference

MWMA009S4-1L MPA009S4S-1L 115 V 9000 11000 14.50 23.50 10.00 8129512

MWMA012S4-1L MPA012S4S-1L 115 V 12000 12000 13.00 21.50 10.00 8129519

MWMA009S4-1P MPA009S4S-1P 208-230 V 9000 10000 14.50 23.50 10.00 8129529

MWMA009S4-2P MPA009S4S-1P 208-230 V 9000 10000 14.50 23.50 10.00 9962873

MWMA012S4-1P MPA012S4S-1P 208-230 V 12000 12000 13.00 21.50 10.00 8129532

MWMA012S4-2P MPA012S4S-1P 208-230 V 12000 12000 13.00 21.50 10.00 9962874

MWMA018S4-1P MPA018S4S-1P 208-230 V 17500 18000 12.50 19.50 9.60 8129536

MWMA018S4-2P MPA018S4S-1P 208-230 V 17500 18000 12.50 19.50 9.60 9962875

MWMA024S4-1P MPA024S4S-1P 208-230 V 23000 25000 12.50 20.00 10.00 8129542

MWMA024S4-2P MPA024S4S-1P 208-230 V 23000 25000 12.50 20.00 10.00 9962876

MWMA030S4-1P MPA030S4S-1P 208-230 V 30000 32000 9.50 16.50 9.60 8129550

Ceiling Cassette

Indoor Unit                                   Outdoor Unit Voltage

Cooling 

Capacity

Heating 

Capacity EER SEER HSPF

Energy 

Star

AHRI 

Reference

M22A009S4-1P MPA009S4S-1P 208-230 V 9000 10000 13.00 19.00 10.00 8129557

M22A009S4-2P MPA009S4S-1P 208-230 V 9000 10000 13.00 19.00 10.00 9962878

M22A012S4-1P MPA012S4S-1P 208-230 V 12000 12000 13.00 20.50 10.00 8129566

M22A012S4-2P MPA012S4S-1P 208-230 V 12000 12000 13.00 20.50 10.00 9962880

M22A018S4-1P MPA018S4S-1P 208-230 V 16000 18000 12.50 19.00 9.00 8129570

M22A018S4-2P MPA018S4S-1P 208-230 V 16000 18000 12.50 19.00 9.00 9962882

M33A024S4-1P MPA024S4S-1P 208-230 V 23000 25000 10.30 17.50 10.00 8232194

M33A024S4-2P MPA024S4S-1P 208-230 V 23000 25000 10.30 17.50 10.00 9962885

M33A036S4-1P MPA036S4S-1P 208-230 V 36000 38000 8.00 15.00 10.50 8232195

M33A048S4-1P MPA048S4S-1P 208-230 V 44500 49000 8.00 15.00 10.00 8232196

Medium Static Ducted

Indoor Unit                                   Outdoor Unit Voltage

Cooling 

Capacity

Heating 

Capacity EER SEER HSPF

Energy 

Star

AHRI 

Reference

MMDA009S4-1P MPA009S4S-1P 208-230 V 9000 10000 13.50 19.00 10.00 8129583

MMDA009S4-2P MPA009S4S-1P 208-230 V 9000 10000 13.50 19.00 10.00 9962877

MMDA012S4-1P MPA012S4S-1P 208-230 V 11000 11600 12.50 18.00 10.00 8129582

MMDA012S4-2P MPA012S4S-1P 208-230 V 11000 11600 12.50 18.00 10.00 9962879

MMDA018S4-1P MPA018S4S-1P 208-230 V 16000 18000 12.50 18.50 9.60 8129584

MMDA018S4-2P MPA018S4S-1P 208-230 V 16000 18000 12.50 18.50 9.60 9962881

MMDA024S4-1P MPA024S4S-1P 208-230 V 23000 24400 12.50 19.00 10.50 8129593

MMDA024S4-2P MPA024S4S-1P 208-230 V 23000 24400 12.50 19.00 10.50 9962883

MMDA036S4-1P MPA036S4S-1P 208-230 V 36000 38000 8.50 15.50 10.50 8129594

MMDA048S4-1P MPA048S4S-1P 208-230 V 48000 50000 8.20 16.50 10.00 8129606

Ceiling/Floor

Indoor Unit                                   Outdoor Unit Voltage

Cooling 

Capacity

Heating 

Capacity EER SEER HSPF

Energy 

Star

AHRI 

Reference

MCFA024S4-1P MPA024S4S-1P 208-230 V 23000 25000 10.00 18.50 10.50 8232199

MCFA024S4-2P MPA024S4S-1P 208-230 V 23000 25000 10.00 18.50 10.50 9962884

MCFA036S4-1P MPA036S4S-1P 208-230 V 36000 38000 8.00 15.00 10.00 8232200

MCFA048S4-1P MPA048S4S-1P 208-230 V 46500 50000 8.00 15.50 10.00 8232201

MULTI-ZONE

Non-Ducted

Indoor Unit                                   Outdoor Unit Voltage

Cooling 

Capacity

Heating 

Capacity EER SEER HSPF

Energy 

Star

AHRI 

Reference

MPA018S4M-1P 208-230 V 18000 18500 12.50 21.00 9.60 8129607

MPA030S4M-1P 208-230 V 25000 32000 12.50 22.00 9.60 8129613

MPA036S4M-1P 208-230 V 36000 36000 8.80 18.00 10.00 8129614

MPA048S4M-1P 208-230 V 42000 49000 12.50 20.00 10.00 8129616

Ducted

Indoor Unit                                   Outdoor Unit Voltage

Cooling 

Capacity

Heating 

Capacity EER SEER HSPF

Energy 

Star

AHRI 

Reference

MPA018S4M-1P 208-230 V 17000 18000 12.50 18.00 8.50 8129621

MPA030S4M-1P 208-230 V 27000 32000 9.50 16.50 8.80 8129624

MPA036S4M-1P 208-230 V 34000 36000 8.20 15.00 9.30 8129615

MPA048S4M-1P 208-230 V 42000 51000 11.00 18.00 9.50 8129617

          Units meet or exceed the minimum Energy Star requirements of 12 EER, 14.5 SEER, and 8.5 HSPF.
       1 Multi-zone systems not identified and vary depending on match-ups.

N/A1

N/A1

 



MLA Low Ambient HP Mini-Split Systems

AHRI Ratings as of June 1, 2016
PLEASE NOTE: All MLA outdoor unit matchups MUST be with "-2" indoor unit(s)

SINGLE ZONE

Wall-Mounted

Indoor Unit Outdoor Unit Voltage

Cooling 

Capacity High2 Low3 EER SEER HSPF

Energy 

Star

AHRI 

Reference

MWMA009S4-2P MLA009S4S-1P 208-230 V 9000 11000 6900 14.50 24.00 10.50 9920038

MWMA012S4-2P MLA012S4S-1P 208-230 V 12000 12000 7800 12.50 22.00 10.00 9920041

MWMA018S4-2P MLA018S4S-1P 208-230 V 17000 18000 10800 12.50 20.00 10.00 9920044

MWMA024S4-2P MLA024S4S-1P 208-230 V 24000 24000 15400 12.50 20.00 10.00 9920047

Ceiling Cassette

Indoor Unit Outdoor Unit Voltage

Cooling 

Capacity High2 Low3 EER SEER HSPF

Energy 

Star

AHRI 

Reference

M22A009S4-2P MLA009S4S-1P 208-230 V 9000 10000 6700 13.00 19.50 10.00 9920039

M22A012S4-2P MLA012S4S-1P 208-230 V 12000 12000 8200 12.50 19.00 10.00 9920042

M22A018S4-2P MLA018S4S-1P 208-230 V 16000 18000 12000 12.50 19.00 9.60 9920045

M33A024S4-2P MLA024S4S-1P 208-230 V 24000 24000 16200 11.00 19.00 10.50 9920048

Medium Static Ducted

Indoor Unit Outdoor Unit Voltage

Cooling 

Capacity High2 Low3 EER SEER HSPF

Energy 

Star

AHRI 

Reference

MMDA009S4-2P MLA009S4S-1P 208-230 V 9000 10000 6900 13.00 19.00 10.00 9920037

MMDA012S4-2P MLA012S4S-1P 208-230 V 11500 12000 8500 12.50 19.00 10.00 9920040

MMDA018S4-2P MLA018S4S-1P 208-230 V 16500 18000 12200 12.50 19.00 10.00 9920043

MMDA024S4-2P MLA024S4S-1P 208-230 V 24000 24000 17200 12.50 20.00 10.50 9920046

Ceiling/Floor

Indoor Unit Outdoor Unit Voltage

Cooling 

Capacity High2 Low3 EER SEER HSPF

Energy 

Star

AHRI 

Reference

MCFB018S4-2P MLA018S4S-1P 208-230 V 17000 18000 12900 12.50 18.50 10.00 9956319

MCFA024S4-2P MLA024S4S-1P 208-230 V 24000 24000 17200 11.50 19.50 11.00 9920049

MULTI-ZONE

Non-Ducted

Indoor Unit                                   Outdoor Unit Voltage

Cooling 

Capacity High2 Low3 EER SEER HSPF

Energy 

Star

AHRI 

Reference

MLA018S4M-1P 208-230 V 19000 20000 12600 12.50 21.50 9.80 9920051

MLA030S4M-1P 208-230 V 28000 28000 18000 13.00 22.00 10.40 9920054

MLA036S4M-1P 208-230 V 36000 36000 23200 13.50 21.50 10.50 9920055

Ducted

Indoor Unit                                   Outdoor Unit Voltage

Cooling 

Capacity High2 Low3 EER SEER HSPF

Energy 

Star

AHRI 

Reference

MLA018S4M-1P 208-230 V 18000 18000 11800 11.30 16.80 8.60 9920052

MLA030S4M-1P 208-230 V 27000 27000 16600 10.80 17.60 9.10 9920053

MLA036S4M-1P 208-230 V 35000 36000 24400 10.80 17.00 9.20 9920056

          Units meet or exceed the minimum Energy Star requirements of 12 EER, 14.5 SEER, and 8.5 HSPF.
       1 Multi-zone systems not identified and vary depending on match-ups.

     2High Temperature Heating Ratings: 70°F dry bulb/60°F wet bulb entering indoor coil  air and 47°F dry bulb/43°F wet bulb outdoor air temp.

     3Low Temperature Heating Ratings: 70°F dry bulb/60°F wet bulb entering indoor coil  air and 17°F dry bulb/15°F wet bulb outdoor air temp.

Heat Capacity

NA1

Heat Capacity

Heat Capacity

Heat Capacity

Heat Capacity

Heat Capacity

NA1

 


